
TP660M 
Peak Power: 260-275Wp 

MODULE CHARACTERISTICS 

Positive Power Tolerance: 0-+3% 

High Mechanical Load Strength: 

Product to Withstand Wind Loads (2400Pa) and 

Snow Loads (5400Pa) in Accordance with IEC 61215 

Fully Automated Production Line: 

Better Soldering 

Better Cell Spacing Tolerance: ± 0.3mm 

Better and More Consistent Product Quality 

• Silver Frame and White Back Sheet 

Black Frame and Black Back Sheet 

Black Frame and White Back Sheet 

• Three Busbar Cell/ Four Busbar Cell 

ELECTRICAL PARAMETERS 

MODEL 

Maximum Power at STC(Pmax) 

Voltage at Maximum Power (Vmpp) 

Current at Maximum Power (lmpp) 

Open Circuit Voltage (Voc) 

Short Circuit Current (Ise) 

Module Efficiency 'lm(%) 

Power T olerance 

Temperature Coefficient 

• STC: 1000 wlm'. 25 'C, AM 1.5 

260 

260W 

30.8V 

8.46A 

37.9V 

8.78A 

16.0 

Pmax 

Voc 

Ise 

NOCT 

TALESUN 

265 270 275 

265W 270W 275W 

30.9V 31.0V 31.1V 

8.59A 8.71A 8.85A 

38.1V 38.2V 38.3V 

8.83A 8.89A 8.95A 

16.3 16.6 16.9 

0-+3% 

-0.41%/"C 

-0.32%/"C 

+0.048%/"C

45±2"C 






